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Specifications 

 Double sided acrylic foam adhesive tape replaces mechanical fasteners and liquid adhesives 

 Designed for bonding high and medium energy substrates, especially metals 

 Provides full surface coverage for a tension-free bond 

 Absorbs thermal expansion of varying materials 

 Resists weathering, aging, yellowing (UV influence), impacts, vibrations, chemicals, and plasticizers 

 

 

  
 
 

 
 
 
Suitable for: glass, glass/epoxy, stainless steel, galvanized steel, anodized steel, coated aluminum*
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Every good bond starts with good preparation. This preparation consists of several steps, 

such as cleaning, use of a primer and the right working area. Please ensure that your 

workshop area is in a dust free environment and has a minimum room temperature of 59 F˚ 

(15 ˚Celsius). 

Before you begin, always check that the materials you want to bond to are clean and dry. If 

they are highly contaminated with oil or grease, clean them with an industrial cleaner or a 

heptanes solution. Even when the surface is clean, use a 100% Isopropanol solution cleaner. 

Ensure that you wipe the surface in just one direction, so that the dirt is wiped off. If you do 

not do this, you will always leave some dust or dirt on the substrate. 

The quality of the bond also depends largely on the contact that the two surfaces make with 

each other. Due to its viscoelasticity, the tape is able to flow into the microscopic pores of the 

materials. However, if there is a big surface mismatch or if the materials are not pressed 

together the bond will reach its end strength more slowly, or not at all. Therefore, we advise 

you to put pressure on the bond of at least 15psi to allow the tape to make the strongest bond 

between the two materials. 

The end strength will be reached much faster if you use a primer. This enables the tape to 

reach its end bond within 5 – 20 minutes instead of taking 72 hours. If you have any questions 

regarding the primer, the manual or the mechanical application, please contact our technical 

sales team. 

Please make sure that the tape is stored in its original packaging, in a dry place and at a 

temperature of preferably between 39 F˚ and 100 F˚ (4 ˚C and 38 ˚Celsius). When the tape is 

stored under the right conditions, it has a shelf life of 18 months. 

All technical data in this product data sheet is based on our own experience and independent 

test labs. These values are representative and cannot automatically be used for your own 

specific application. You will need to test whether the tape is suitable for your application or 

project first. We must point out that you need to follow the rules and regulations that are 

applicable in the state, county or country that you are using our product in. If you have any 

questions regarding the use of our acrylic foam tape, please contact our technical service or 

technical sales team. For questions on the warranty, we refer to our delivery terms and 

conditions, or another warranty document should be agreed on in writing between us and the 

customer.  
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